
DOUBLE-COATED CARPET TAPE
IPG®’s AC74 carpet tape features the same high-tack, low-residue adhesive on both sides. This 
product will provide superior adhesion to both surfaces yet can still be removed cleanly from 
concrete or carpet after days and days of traffic. We torture test this 
product with extreme traffic volumes and pressures to ensure that 
this product will perform above and beyond the call of duty. Carpet 
tape is supplied with a white polyethylene release liner that is easy to 
tear by hand and easy to remove from the backing — even over very 
long installation runs.

AC74

FEATURES & BENEFITS
• Superior adhesion and clean removal after days 

of heavy traffic
• Easy tear release liner
• Removes cleanly from carpet or concrete
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RESOURCE 
NUMBER SIZE BACKING ADHESIVE

ADHESION TO 
STEEL

TENSILE 
STRENGTH

TOTAL 
THICKNESS 
W/O LINER LINER TYPE 

& COLOR
TAPE 

COLOR
oz/in of width lbs/in of width mils

86651 48mm x 32.9m 
(1.88in x 36yd) Woven Cloth Natural Rubber 50 (13.7 N/25mm) 42 (184 N/25mm) 12.0 (0.3mm) PE Film - 

White Natural

   PRODUCT ATTRIBUTES

PRODUCT APPLICATIONS     MARKETS
• Used for securing carpets, rugs and mats
• Temporary mounting, splicing, hold-down 

and position, manufacturing and engravers

• Building and Construction
• Home Interior

Scan for more info or visit itape.com/duct


